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L INTRODUCTION:

These specifications shall encompass all the work necessary for the project
‘“PROPOSED RENOVATION OF THE INTEGRATED TECHNOLOGY BUILDING
FOR COLLEGE OF MEDICINE (PHASE 3)” and as further defined herein. The work
shall include furnishing all labor, materials, equipment, tools, facilities and
transportation to complete the project in accordance with the drawings and
specifications.

The drawings and the specifications are complementary to each other.
Drawings are graphic means of showing the work to be done. They are particularly
suited to showing where materials are located. Thus, drawing exists essentially to
show sizes, location, and placement. Not all works, however, can be presented in
the drawings. Generalized works are usually in statement form; hence the
Contractor is strongly advised to read the specification carefully.

Specification on the other hand, is used to describe the materials,
construction techniques, samples, shop drawings, guarantee, and the other contract
requirements. Together, the Drawings and the Specification are used to inform the
contractor. In cases where specified brand carries with it the manufacture’s
specifications, the manufacture’s specification shall hold the precedence over this
specification.

. THE LANGUAGE OF THE SPECIFICATIONS:

The specifications are the abbreviated type and include incomplete sentences.
The selection of sentence structure depends on the underlying principles of the

specifications:

a. That the technical specifications are only one part of the Contract Document.

b. That the contract is between the Owner and the General Contractor; and

c. That the General Contractor is the only party responsible for completing the work in
accordance with the Contract Document

Therefore:

A. Only the General Contractor is referred to in the specification so as not to violate the
intent of the contract and so as not to undermine the proper chain of command.

B. Any reference to Specialty Trade Contractors in the technical Specifications is made
only in so far a selection of specialty Trade Contractors is made through bidding.
Once the Specialty Trade Contractions are selected and assigned to the General
Contractor, the General Contractor assumes all responsibilities for the execution of
the whole project in accordance with the Contract Documents. Therefore, in the
contract between the Owner and the General Contractor, the Specialty Trade
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C. The omission of the phrase “the contractor shall” is intentional because the whole

specifications are directed to the Contractor. Omitted words or phrases shall be
supplied by the interference in the same manner, as they are when a “note” occurs
in the drawings.

” “ ” “"

D. Where “as shown”, “as intended”, “as detailed”, or words similar import are used, it

shall be understood that the reference in the drawings accompanying the
specifications is made unless otherwise stated.

E. Where “as directed”, “as required”, “as permitted”, “as authorized”, “as approved”, “as

accepted”, or other words similar import are used, it shall be understood that the
direction, requirements, permission, authorization, approval, or acceptance of the
Architect is intended unless otherwise stated.

F. As used herein, “provide” shall be understood to mean “provide complete in place”

that is “furnished and installed”.
GENERAL REQUIREMENTS:

The contractor shall secure from the government agencies all necessary
licenses and permits needed.

Cleanliness shall be maintained at all times within the job site and its
immediate premises.

If errors or omissions appear in the drawings, specifications or other
documents, these shall be referred to the designing architect.

All applicable provisions of the different divisions of the specification for each
work trade shall apply for all items cited in this summary.

Materials deemed necessary to complete the work but not specifically
mentioned in the specification, working drawings, of in the Contract

Document, shall be supplied and installed by the Contractor without extra

cost to the Owner. Such material shall be of the highest quality available

and install and applied in a workmanlike manner at prescribed or appropriate
locations.

Materials specifically mentioned in this Summary shall be installed following
efficient and sound Engineering and Construction practice, and especially

as per Manufacture’s application and installation specification, which shall
govern over all works, alluded in this Specification.

The Contractor shall clean the site and dispose waste after the completion

of the project.

PREPARATION OF SITE:
Preparation of the working area at site covers the requirements for providing

all the temporary work at the project site, on-site storage facilities, implementing
security requirements and safety protocols in the project site as required for the
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proper performance and completion of the work. All temporary installation used for
the work shall be removed after completion of the Work.

V. STANDARD SPECIFICATIONS

PART 1. MOBILIZATION AND DEMOBILIZATION
1.1 General Requirements

Mobilization shall mean the transport to the project site of personnel and
equipment as stipulated in the proposal of the Contract of the project while
demobilization shall be the subsequent removal from the site after the completion of
the project. Approval of the Engineer is required when one opted to demobilize any
major equipment before the completion of the project.

1.2 Method of Measurement
Mobilization and Demobilization shall be paid by lot.
1.3 Basis of Payment

Method of Measurement shall be paid for at the Contract Unit Price or for the
item listed below. Such payment shall be full compensation for furnishing,
maintaining, and ensuring against loss of any equipment/tools.

Payments shall be made under:

Pay Item Number Description Unit of Measurement

1 Mobilization and Demobilization Lot

PART 2. DEMOLITION WORKS
2.1 Description

This work shall consist if the removal wholly or in part, and disposal of
existing partition, roofing, pedestal and ceiling which are not designed or permitted to
remain, except for the obstructions to be removed and disposed of under other terms
in the contract.

2.2 Method of Measurement
Demolition Works shall be paid by lot.
2.3 Basis of Payment

Method of Measurement shall be paid for at the Contract Unit Price or for the
item listed below. The payment shall include labor, equipment, tools and incidentals
to complete the work prescribed in this item.

Payments shall be made under:
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Pay Item Number Description Unit of Measurement

2 Demolition Works Lot

PART 3. WALL FINISHING WORKS
3.1 Description

This work shall consist of requirements for the installation of embossed
exterior acrylic logo and letters on the building facade as shown on the Plans and in
accordance with this specification.

3.2 Material Requirements
3.2.1 Acrylic Logo and Letters

Acrylic logo and letters shall conform to the requirements as defined in the
plans, 150mm thk. This emphasizes that the logo and letters must adhere to the
detailed specifications outlined in the project plans. This includes the design,
placement, and any other specific design elements, color schemes, or finishes
required.

3.2.2 Color Requirement

All exterior signage will have a distinct visual hierarchy, with a prominent gold
logo and clear white text.

3.3 Construction Requirements

The acrylic logo, constructed from 150mm thick gold acrylic sheet, will be
meticulously fabricated to the exact dimensions and embossed pattern specified in
the design documents. The logo will be professionally embossed to achieve the
desired depth and detail, ensuring a high-quality finish. The logo will be securely
attached to the support structure using appropriate adhesives, ensuring proper
alignment and stability. A weatherproof sealant will be applied around the edges and
attachment points to protect against moisture and prevent damage. The completed
logo will undergo a thorough visual inspection for accuracy, quality of embossing,
and overall appearance, ensuring it meets the highest standards of craftsmanship.
Detailed fabrication drawings and installation instructions will be provided to the
contractor, ensuring a smooth and successful installation process.

3.4 Method of Measurement
Wall Finishing Works shall be paid by lot.
3.5 Basis of Payment

Method of Measurement shall be paid for at the Contract Unit Price or for the
item listed below. The payment shall include materilas, labor, equipment, tools and
incidentals to complete the work prescribed in this item.

Payments shall be made under:

Page 4 of 19




ICIVIL AND
ISANITARY
{WORKS
ISECTION

o

Republic of the Philippines
University of Science and Technology of Southern Philippines

Alubijid | Cagayan de Oro | Claveria | Jasaan | Oroquieta | Panaon

Pay item Number Description Unit of Measurement

3 Wall Finishing Works lot

PART 4. CEILING WORKS
Refer to the Approved Plan.

4.1 Description

This section covers the requirement for providing all ceiling work at the  Project site.
The work shall include furnishing all labor, materials, equipment, tools and transportation
necessary to complete the work indicated on the drawings and specified herein.

4.2 Materials Requirements

All framing works for ceiling must be replace. Framing system shall be straight, light,
non-combustible and not susceptible to termite damage. Screws shall be used to connect
framing components and fasten other materials to the framing. All ceiling eaves inclusive to
renovation must be replaced with Rib Type Spandrel Ceiling.

4.3 Construction Requirements

The spandrel panels used for exterior ceiling applications shall be made of with a
minimum thickness of 0.4 mm. These panels must be factory-finished with a weather-
resistant coating to ensure durability and resistance to corrosion from environmental
exposure. The color and profile of the panels shall follow the architectural design or client’s
specification, with tongue-and-groove edges to ensure a clean, interlocking installation.

Prior to the installation of the spandrel panels, a sturdy and level ceiling framing system must
be in place. The main support shall consist of furring channels spaced accordingly to the
plan. It is essential that all framing elements are level and properly aligned before beginning
panel installation.

Installation of the spandrel panels shall begin at one side of the ceiling area. Each
panel must be securely interlocked with the next using the tongue-and-groove system, and
fastened to the furring channels with self-drilling screws. These screws must be rust-
resistant and installed at regular intervals. The installer must avoid overtightening, which
could deform the panel surface. Proper spacing and alignment must be maintained to ensure
a seamless and uniform appearance.

Edge moulding shall be installed along all ceiling perimeters to provide a neat,
finished look and to support the ends of the spandrel panels. The edge moulding must match
the finish of the spandrel panels and be securely fastened to the wall or adjacent structure.
This moulding also helps accommodate minor thermal expansion and contraction of the
panels, and serves to conceal any uneven cuts or gaps at the edges.

If the ceiling conceals mechanical, electrical, or plumbing services, appropriate
access panels shall be provided. Additionally, for applications requiring ventilation, selected
spandrel panels may be perforated or ventilated, as specified. All cut edges, penetrations,
and joints must be properly sealed to prevent water intrusion and to enhance resistance to
wind uplift in exposed areas.
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