
University of Science and Technology of Southern Philippines

______________________________________________________________________

The University of Science & Technology of Southern Philippines, through the Bids and Awards Committee (BAC)

Budget for the

Contract

RFQ-NP-

SVP-004b-

2023

Please 

see 

details 

below

Please 

see details 

below

Negotiated Procurement of Supply and Delivery of Common Office 

Supplies and Equipment for USTP-CDO 1st Quarter CT 2023
₱527,232.50

Small Value Procurement- Section 53.9, 

Rule XVI, Revised IRR of RA 9184)

Gymnasium building. You may submit your quotation through fax number 856-4696 / 856-1739  or  through  personal  delivery

in a sealed envelope.

The University  of  Science  &  Technology of Southern Philippines  reserves  the  right  to accept or reject any or all bids / price quotations, to 

annul the process, and to reject all bids at any time prior to contract award, without thereby incurring any liability to the affected bidder or bidders.

ATTY. JONATHAN S. OCHE

BAC I Chairman

Mode of ProcurementSpecification/Description

INVITATION /REQUEST FOR SUBMISSION OF PRICE QUOTATION

Posted in PhilGEPS Webstie/Conspicuous Place at the Procureing Entity

hereby invites interested parties to submit quotation for the procurement of the following item:

Deadline for  the  submission of quotation is on January 20,  2023  at  12:00  noon at  the Procurement  Unit,  2nd Floor,  USTP

(SGD.)

C.M. Recto Avenue, Lapasan, Cagayan de Oro City 9000 Philippines, Tel. Nos. +63 (88) 856 1738; Telefax +63 (88) 856 4696 | www.ustp.edu.ph

Reference No. Qty. Unit



University of Science and Technology of Southern Philippines

_______________________________________________________________________

Date: January 17, 2023

Quotation No.: RFQ-NP-SVP-004-2023

The Manager

NOTE:

ITEM # QTY UNIT DESCRIPTIONS AND SPECIFICATIONS

APPROVED 

UNIT COST                                

(php)

UNIT PRICE

1 2 unit DOCUMENT CAMERA, 8 MP, 1080p Full HD resolution (1920×1080), with Bag 25,985.96

2 9 unit

MULTIMEDIA PROJECTOR, 4000 ANSI Lumens (min.), Image. Native 

Resolution: 800 x 600. Maximum Resolution: 1920 x 1200. ...

Projection Lens. Minimum Lens Aperture: F/2.56. ...

Lamp. Lamp Type: UHP. ...

Interfaces/Ports. HDMI: Yes. ...

Technical Information. Projection System: DLP. ...

Audio. Number of Speakers: 1. ...

Power Description. Power Supply: 100 V AC ~ 240 V AC. ...

Physical Characteristics. Fan Noise

with bag and remote

18,246.80

3 1 unit

DIGITAL VOICE RECORDER, 38.3 X 114.1 x 19.3 mm (1.51 x 4.50 x 0.76 

inches), 74 g (2.7 oz), Dry Battery, AAA x2, BUILT-IN MEMORY: 4GB, BUILT-IN 

MICROPHONE: Stereo, MAXIMUM FILES (TOTAL): 5000, MENU LANGUAGE: 

German/English/Spanish/French/Italian/Russian/Turkish/Korean/Simplified 

Chinese/Traditional Chinese, PC CONNECTIVITY: Yes, PLAYBACK FORMAT: 

MP3/WMA/AAC-LC/L-PCM, RECORDING FORMAT: MP3/L-PCM

8,073.08

4 16 unit EXTERNAL HARD DRIVE, 1TB 3,071.64

5 19 unit MOUSE, OPTICAL, USB connection type 164.74

6 1 unit

Branded Projector (3LCD Technology, RGB liquid crystal shutter 3,600 lumen - 

2,235 lumen (economy) XGA, 1024 x 768, 4:3 4:03 10,000 : 1 Lamp 10 Bits USB 

2.0 Type A , USB 2.0 type B, VGA in, HDMI in, Composite in, Auto vertical: 30 

degrees, Manual horizontal: 30 degrees USB 2,0 Type B, USB 2.0 Type A 1 year 

warranty, with bag and remote

37,400.00

7 4 unit
WIFI ROUTER, Router's Wi-Fi Standard (802.11 a/b/g/n/ac), Router's 

wireless frequency (2.4GHz or 5GHz)
550.00

8 4 unit

PRINTER, All-in-one ank printer compact integrated tank design, Hih yield ink 

bottles, spillfree, error-free refilling, borderless printing upto 4R, Print, Scan and 

copy. Colored Printer

14,080.00

BAC I Chairman

1. DELIVERY PERIOD WITHIN 7 CALENDAR DAYS UPON RECEIPT OF PO.

2. PRICE VALIDITY SHALL BE FOR A PERIOD OF 30 CALENDAR DAYS

3. BIDDERS SHALL SUBMIT ORIGINAL BROCHURES SHOWING CERTIFICATIONS OF THE PRODUCT BEING OFFERED. (if applicable)

4.THE USTP RESERVES THE RIGHT TO REJECT ANY OR ALL BIDS FOR ANY JUSTIFIABLE AND RESOANABLE GROUND WHERE THE AWARD OF THE 

CONTRACT WILL NOT REDOUND TO THE BENEFIT OF THE GOP.

5. REQUIREMENTS: 1) PHILGEPS REGISTRATION (PLATINUM MEMBERSHIP).

Name of Project: Procurement for the 

Supply and Delivery of Common Office 

Supplies and Equipment for USTP-CDO 1st 

Quarter CT 2023

Cagayan de Oro City

Please quote your lowest price on the item/s listed below, subject to the general Conditions stated below, stating the shortest time of delivery and submit your 

quotation duly signed by your representative not later than January 20, 2023 noon. Please enclosed in a sealed envelope.

ATTY. JONATHAN S. OCHE
(SGD.)



9 1 cart Ink Cart compatible for CANON IRI1643i 17,490.00

10 1 unit

Branded Monochrome Laserjet Printer with Ink, 

Print Speed: Upto 63 ppm (Landscape, A5)

Colour Output: Black & White

Max Print Resolution: Upto 1200 x 1200 dpi

Printing Technology: Laser

Paper Size: Max. Oficio (216 x 340 mm)

9,900.00

11 2 unit

Multifunction wifi ink jet printer with Ink (scanner, printer, photocopier, wifi) 

Efficiency Engineered - A3 Refill Ink Tank Multi-Function Center with 

Wireless & Ethernet Connectivity, Automatic 2-sided Color Print, ADF 

- Scan/Copy/Fax. Professionally Designed for Fast Print Speeds, Low 

Cost High Resolution Photo Quality with Ultra High Yield Ink Bottles, 

Wi-Fi Direct, Mobile & USB Print

12,100.00

12 5 pcs Flash Drive (32 GB) 660.00

13 10 pcs Flash Drive (16 GB) 220.00

14 1 unit Best Fabric for Projector Screen (W=6.0m x H=3.5m) 11,000.00

15 3 pcs Flash Drive 64GB 1,100.00

16 1 unit

PRINTER, laser, monochrome                                          * Cartridge: Toner 

Cartridge MLT-D105L                                          * Operating System Supported: 

Windows 10, 

Paper Size: Max. Oficio (216 x 340 mm)
7,700.00

17 2 unit

Branded Voice Recorder

UX570 Digital Voice Recorder UX Series Specifications:

- Record in mp3/lpcm with a high sensitivity s-microphone

- Up to 4 gb of built-in storage, expandable via micro sd (sdhc/sdxc) cards

- Auto voice recording reduces background noise

- Direct usb built in for easy connection to pc

- Built-in lithium battery with three-minute quick charge for one hour of recording

- Battery type (provided) built-in lithium battery

- Built-in memory 4 gb

- Built-in microphone

- Calendar search

- Lcd backlight

- Maximum files per folder 199

- Maximum files (total) 5,000 files (including number of folder)

- Pc connectivity

- Playback format lpcm/mp3/aac/wma

- Recording format linear pcm/mp3

8,800.00

18 1 unit 27,500.00

Projector

EB-S41 SVGA 3LCD Projector Specifications:

- Resolution, Projectors Facets: SVGA

- Contrast Ratio, Projectors Facets: 15,000:1

- Brightness Range Lumens, Projectors Facets:2000

- Features, Projectors Facets: Wi-Fi, Quick Corner

- Laser / Lamp, Projectors Facets: Lamp

- Projection Technology: RGB liquid crystal shutter projection system

- White Light Output (Normal/Eco): 3,300lm / 2,050lm

- Color Light Output: 3,300lm

- USB Interface’s Type A: 1 (for USB Memory, USB Document Camera, for 

Wireless LAN Unit, Firmware Update), USB Type B: 1 (for USB Display, Mouse, 

K/B, Control, Firmware Update)

- Analog Input: D-Sub 15pin: 1 (Blue molding) & Composite: RCA x 1 (Yellow)

- Digital Input: HDMI: 1 (MHL not supported)

- Audio Input:2 RCA (White / Red): 1

- Contrast Ratio: 15,000:1

- Standard Size:60” screen 1.77 - 2.4 m

- Zoom: Wide:30” - 350” [0.88 - 10.44 m]

- Zoom: Tele:23” - 260” [0.88 - 10.44 m]

- Vertical/Horizontal Keystone: ±30° / ±30°

- Auto Keystone: Yes (Vertical only)

- Horizontal Slide Keystone Correction: Yes

- Quick Corner: Yes

- Operating Temperature:5 - 35 °C <41 - 95 °F> (0m / 0ft - 2,286m / 7,500ft) 5 - 30 

°C <41 – 86 °F> (over 2,286m / 7,500ft) (20% - 80% humidity, No condensation)

- Operating Altitude:0 - 3,000 m <0 - 9,843 ft> (over 1,500m / 4,921ft: with high 

altitude mode)

- Start-Up Period: About 6 seconds, Warm-up Period: 30 seconds

- Sound Output:2W Mono

- Direct Power On/Off: Yes

- Dimension Excluding Feet (W x H X D):302 x 77 x 234 mm

- Weight: Approx. 2.5kg

- Maintenance Cycle*4:6,000 hours / 10,000 hours

- Fan Noise (Normal / Eco):37dB / 28dB

- Power Supply Voltage:100 - 240 V AC ±10%, 50/60 Hz

- LCD: Size: 0.55” (D7) Native Resolution: SVGA

- Lamp: Type: 210W UHE Life (Normal / Eco) *1: 6,000 hours / 10,000 hours

- Supported Speed for Each Mode*3: IEEE 802.11b (2.4GHz): 11 Mbps IEEE 

802.11g (2.4GHz): 54 Mbps, IEEE 802.11n (2.4GHz): 130 Mbps

- Wireless LAN Security: Quick Mode: WPA2-PSK, Advanced Mode: WPA/WPA2-

PSK

- Supported Connection Mode: Infrastructure, Access Point



19

20 4 pcs

4-Port USB Hub Specifications:

Hardware Interface: USB 3.0

Number of Ports: 4

Compatible Devices: USB Flash Drives, Mouse, Keyboards, Laptops, Desktops

Operating System: Windows, Mac, Linux

770.00

21 1 unit

Colored printer with scanner, 

Print, scan, copy

Compact integrated tank design

High yield ink bottles

Spill-free, error-free refilling

Borderless printing up to 4R

27,500.00

Delivery Period:

Price Validity:

After having carefully read and accpeted for General Conditions, I/We quote on the item at prices

noted above.

Auxilio-Projector

RFQ-NP-SVP-004b-2023

Resolution No. 1143 s. 2022

PR No. 202310-001

Projector

EB-S41 SVGA 3LCD Projector Specifications:

- Resolution, Projectors Facets: SVGA

- Contrast Ratio, Projectors Facets: 15,000:1

- Brightness Range Lumens, Projectors Facets:2000

- Features, Projectors Facets: Wi-Fi, Quick Corner

- Laser / Lamp, Projectors Facets: Lamp

- Projection Technology: RGB liquid crystal shutter projection system

- White Light Output (Normal/Eco): 3,300lm / 2,050lm

- Color Light Output: 3,300lm

- USB Interface’s Type A: 1 (for USB Memory, USB Document Camera, for 

Wireless LAN Unit, Firmware Update), USB Type B: 1 (for USB Display, Mouse, 

K/B, Control, Firmware Update)

- Analog Input: D-Sub 15pin: 1 (Blue molding) & Composite: RCA x 1 (Yellow)

- Digital Input: HDMI: 1 (MHL not supported)

- Audio Input:2 RCA (White / Red): 1

- Contrast Ratio: 15,000:1

- Standard Size:60” screen 1.77 - 2.4 m

- Zoom: Wide:30” - 350” [0.88 - 10.44 m]

- Zoom: Tele:23” - 260” [0.88 - 10.44 m]

- Vertical/Horizontal Keystone: ±30° / ±30°

- Auto Keystone: Yes (Vertical only)

- Horizontal Slide Keystone Correction: Yes

- Quick Corner: Yes

- Operating Temperature:5 - 35 °C <41 - 95 °F> (0m / 0ft - 2,286m / 7,500ft) 5 - 30 

°C <41 – 86 °F> (over 2,286m / 7,500ft) (20% - 80% humidity, No condensation)

- Operating Altitude:0 - 3,000 m <0 - 9,843 ft> (over 1,500m / 4,921ft: with high 

altitude mode)

- Start-Up Period: About 6 seconds, Warm-up Period: 30 seconds

- Sound Output:2W Mono

- Direct Power On/Off: Yes

- Dimension Excluding Feet (W x H X D):302 x 77 x 234 mm

- Weight: Approx. 2.5kg

- Maintenance Cycle*4:6,000 hours / 10,000 hours

- Fan Noise (Normal / Eco):37dB / 28dB

- Power Supply Voltage:100 - 240 V AC ±10%, 50/60 Hz

- LCD: Size: 0.55” (D7) Native Resolution: SVGA

- Lamp: Type: 210W UHE Life (Normal / Eco) *1: 6,000 hours / 10,000 hours

- Supported Speed for Each Mode*3: IEEE 802.11b (2.4GHz): 11 Mbps IEEE 

802.11g (2.4GHz): 54 Mbps, IEEE 802.11n (2.4GHz): 130 Mbps

- Wireless LAN Security: Quick Mode: WPA2-PSK, Advanced Mode: WPA/WPA2-

PSK

- Supported Connection Mode: Infrastructure, Access Point

Date
C.M. Recto Avenue, Lapasan, Cagayan de Oro City 9000 Philippines, Tel. Nos. +63 (88) 856 1738; Telefax +63 (88) 856 4696 | www.ustp.edu.ph

Tel. #/address/e-mail add

Printed Name/Signature


